
Fittings

Japanese Marine Equipment Supporting for OFFSHORE

Agency network
AUSTRALIA / BALTIC STATES / BELGIUM / BRAZIL / CANADA / CHINA / CROATIA / CYPRUS / DENMARK / 
EGYPT /FRANCE / GERMANY / GREECE / INDIA / ITALY / JAPAN / KOREA / MALAYSIA / NETHERLANDS / 
PANAMA / PHLIPPINES / PORTUGAL / ROMANIA / RUSSIA / SCANDINAVIA / SINGAPORE /
SOUTH AFRICA / APAIN /TAIWAN / TURKEY / UNITED ARAB EMIRATES / UNITED KINGDOM /
USA / VIETNAM

BILGE SEPARATOR with 15PPM/5PPM BILGE ALARM X 1 SET

After-sales service 

HEAD OFFICE
1-5-30, Furuta, Harima-cho, Kako-gun, Hyogo  675-0146  Japan

KOBE OFFICE ( Sales Office )
6F, Taĳu-Seimei Kobe-Sannomiya Bldg, 119, Ito-Machi, Chuo-ku, Kobe  650-0032  Japan
Tel : +81-78-391-2751  /  Fax : +81-78-391-2756  /  E-mail : overseas@hsn-kikai.com

After sales service can be provided all around the world by qualified engineer.
After-sales service offices have 54 networks in major cities.

Product Specifications

BILGE SEPARATOR

Model
1

1

HFM-50/100/200/300/500
HCS-1000

Methodd Specific gravity separation method  (4-stage structure)

Power source 100VAC to 230VAC

Power consumption <14VA

Other rated capacity 0.5m3/h, 1m3/h, 2m3/h, 3m3/h, 5m3/h,10m3/h

15PPM/5PPM BILGE ALARM

Model BilgMon 488

Method Light scattering / absorption

Power consumption <10VA (Including peripheral parts: <34VA)

Power source 100/110/115 or 200/220/230VAC±15%, 50-60Hz

IP class IP65

COMMON ITEMS ( BILGE SEPARATOR and 15PPM/5PPM BILGE ALARM )

Feature of after service -Standard spare parts are always in stock, hence can be delivered quickly
-Worldwide network enables after service all over the world

Feature - Simple calibration method by cell replacement
(Crew can handle it, no maker service engineer required)

- Measuring cell with wireless communication, easy to replace
- Measuring range 0 - 30ppm

(current output 0-20mA or 4-20mA)
- User interface LCD display and 4 keys
- Data retrieval via LCD display
- Achieved a specification of 5ppm

(obtained a statement by DNVGL and type approval certificate by CCS)

Manufacture Brannstrom Sweden AB (HSN is Authorized agency)

Feature - Low maintenance costs by installing a washable coalescer
- Exceptional emulsion breaking technology
- The installation area is compact and all maintenance is possible

from the front of it.
- Achieved a separation capacity of 5ppm 

(obtained a type approval certificate by DNV GL)

Certifications / Applicable rules

BILGE SEPARATOR : JG, MED(ISUES BY DNVGL), USCG, CCS, CR
BILGE ALARM : JG, MED(ISUES BY DNVGL), USCG, CCS, NK, BG VERKEHR, ISO14001, ISO9001

HSN-KIKAI KOGYO CO., LTD.

Tel : +81-79-436-3001  /  Fax : +81-79-436-3015  /  E-mail : overseas@hsn-kikai.com

https://www.hsn-kikai.com/en/
1-5-30, Furuta, Harima-cho, Kako-gun, Hyogo  675-0146  Japan

Product 

No.
19 AHTS PSV FPSO Drill Ship Semi-sub


